
SPECIFICATIONS RECOMMENDED USES 

DOCUMENT NO. / REV. DATE   

Object Marker (with Bib) 

• Post and panel is constructed of flexible plas<c that is

resistant to: ultraviolet light, ozone, and

hydrocarbons.

• Unit has an an<-twist reac<ve spring assembly that

rebounds to upright when struck.

• Federal Acceptance:  WZ-2a

• Ideal for use in marking islands, gore areas, etc.

• Use to indicate to the driver the presence of an

object or hazard within or adjacent to the roadway.

Three 3”X 3” yellow flexible High 

Intensity reflective sheeting.   

White panel and post.  

Overall height of unit is 16” 

FRONT VIEW 

12” 

16” 

3” 

SPEC-OM16-2. 08/28/2018 

Drivable Base 

18” 

2” 

8“ 

8” 

Surface Mount: Fixed Base 

BASE OPTIONS 
This product can be used with: 

Drivable Base, or 

Surface Mount Fixed Base 

Base Colors: 

Black, Yellow, White 

Reac<ve Spring Unit 
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SPECIFICATIONS  RECOMMENDED USES 

DOCUMENT NO. / REV. DATE   

Object Marker  

 Post and panel is constructed of flexible plasƟc that is
resistant to: ultraviolet light, ozone, and
hydrocarbons.

 Unit has an anƟ‐twist reacƟve spring assembly that
rebounds to upright when struck.

 Federal Acceptance:  WZ‐2

 Ideal for use in marking islands, gore areas, etc.

 Use to indicate to the driver the presence of an
object or hazard within or adjacent to the roadway.

ReacƟve Unit 

12”X 6” yellow flexible  
3M™ High Intensity  
reflecƟve sheeƟng.   

White panel and post.   

Overall height of unit is 36” 

FRONT VIEW  SIDE VIEW 

12” 

6” 

3” 

27” 

36” 

SPEC‐OM36. 09/03/2014 

Drivable Base 

18” 

2” 

8“ 

8” 

Surface Mount: Fixed Base 

BASE OPTIONS 
This product can be used with: 

Drivable Base, or 
Surface Mount Fixed Base 

Base Colors: 
Black, Yellow, White 
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